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                                SEC TION  02002 
 
                             REFER ENC E LISTING S 
                                 
 
PART 1    GENER AL 
 
1.1   SU M M A R Y  (N ot A pp licable) 
 
1 .2    REFER ENC ES 
 
  The following publications form a part of  these specif ications to  the extent

indica ted  by their referen ces.  T he exclu sion of a  publica tion  from  this
section will not relieve the Contractor  from com plying with the
publica tion  reference  elsew here, the la tes t ed ition  of each publica tion  sh all
be u sed regardles s o f the edition referenced herein . 

 
          A M E R IC A N  A S SO C IA T IO N  O F  ST A TE  H IG H W A Y  
          A N D  TR A N SPO R TA TIO N  O FFIC IA LS (A A SH TO ) 
          444 NO RT H C AP ITAL  STR EET , N.W ., SU ITE 225 
          W AS HIN GT ON , DC   20001 
          (202) 624-5800 
 
  AA SH TO  M 145   C lassification of S oils and Soil-A ggregate

M ixtures for Highw ay C onstruction Purpo ses 
 
  AA SH TO  M 182   (R  19 74 ) B urlap  C loth m ade from  Jute o r K enaf   

AA SH TO  T180 M oistu re-D en sity  R ela tion s o f S oils  U sing a
10-lb (4.54 kg)  Ramm er and an 18-In.  (457 mm )
Drop 

 
          A M ER IC A N  C O N C R ETE IN STITU TE (A C I) 
          2 24 00  W E S T 7  M IL E R O A D  
          P .O . B O X  19 15 0, R E D FO R D  S TA T IO N  
          DE TR OIT,  M I  48219-0150 
          (313) 532-2600 
 
  AC I 305         (Rev. 1982)  Hot W eather Concreting 

AC I 306 Cold W eather Concreting 
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          A M ER IC A N  N A TIO N A L STA N D A R D S IN STITU TE (A N SI) 
          1 43 0 B R O A D W A Y  
          NE W  YO RK , NY   10018 
          (212) 354-3300 
 
  AN SI B16.1    C ast Iron Pipe F langes and F langed F ittings,

Class  25, 125, 250, and 800           

           A M ER IC A N  SO C IETY  FO R  TESTIN G  A N D  M A TER IA LS (A STM ) 
          1916  RACE STREET 
          PH ILAD ELP HIA , PA   19103 
          (215) 299-5585 
 
  AS TM  A120      Standard Specif ication for Pipe, Steel, Black and

H ot-D ipped Zinc-Coated (G alvanized) W elded
and Seamless , for Ordinary Uses (Discontinued,
R ep laced  by  A 53 ) 

AS TM  A153      Standard Specif ication for  Zinc Coat ing
(Hot-Dip) on Iron and S teel H ardware 

 
  AS TM  A185   S tand ard  Specification fo r W elded S teel W ire

Fab ric for C oncrete  R ein forcem en t 
 
  AS TM  A90     Standard Test M ethod for W eight of  Coating on

Zinc-C oated (Galvanized) Iron or Steel A rticles 
 
  AS TM  B88     (Rev . A) Standard S pecification for   Seam less

C opper W ater Tube 
 
  AS TM  C117    Standard Test M ethod for M aterials  Finer than

75-m icrons (No. 200) Sieve in M ineral
Aggregates  by W ashing 

 
  AS TM  C136      (Rev. A) Standard M ethod for Sieve Analysis  of

Fine and  C oarse A ggregates 
 
  AS TM  C150       S tan dard Spec ifica tion  for P ortlan d C em en t 
 
  AS TM  C171     Standard Specif ication for Sheet M ateria ls  for

C uring C oncrete 
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  AS TM  C260       Standard Specif ication for Air-Entraining
A dm ixtures for Con crete 

 
  AS TM  C309     S tan dard Spec ifica tion  for L iquid

M embrane-Forming Com pounds for  Curing
C oncrete 

 
  AS TM  C33        Standard S pecification for C oncrete Ag gregates 
 
  AS TM  C602   A gricu ltural Lim ing  M aterials, Sp ecification  for 
 
  AS TM  C94       (Rev. B) Standard Specification for R eady-M ixed

C oncrete 
 
  AS TM  D1190 C oncrete Joint Sealer,  Hot-Pou red Elastic Typ e,

Specification fo r 
 
  AS TM  D1556   S tan dard Tes t M eth od for D en sity  of S oil in

Place by the Sand-Cone M ethod 
 
  AS TM  D1557              S tan dard Tes t M eth od for M oistu re-D en sity

Relations of Soi ls  and 
Soi l-Aggregate  M ixtures  Using 10-lb (4.54-kg)

Ram m er and 18-In.
(457-m m ) Drop 

 
  AS TM  D1751              Standard Specif ication for Preformed Expansion

Joint Fillers for Con crete Paving and S tructural
Construction (Nonextruding and Resilient
B itum inous T yp es) 

 
  AS TM  D1784              Standard Specif ication for Rigid Poly (Vinyl

C hloride) (PVC ) Com pound s and C hlorinated
Po ly (Vinyl Ch loride) (CP V C ) Co m pou nds 

 
  AS TM  D2216              S tand ard  Test M etho d fo r Labora tory

Determ ination of  W ater (Moisture)  Content of
So il,  Rock , and Soil-A ggregate M ixtures 

 
  AS TM  D2397              Standard Specification for C ationic Em ulsified

A sp halt 
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  AS TM  D2399              Selection  of C utback  A sph alts, Prac tice for 
 
  AS TM  D2922              Standard Test M ethods for  Density  of   Soil and

Soil-Aggregate  in  Place by Nuclear M ethods
(Sh allow  D epth) 

 
  AS TM  D3282              Standard Practice  for  Classif ication of  Soils  and

Soil-A gg regate M ixtures  for 
H ighw ay C onstruction Purpo ses 

 
  AS TM  D977               S tan dard Spec ifica tion  for E m ulsified A sp halt 
 
          A M ER IC A N  W A TER W O R K S A SSO C IA TIO N , INC . (AW W A ) 
          6666  W EST QUINCY A VENU E 
          DE NV ER , CO   80235 
          (303) 794-7711 
 
  AW W A C 104/A21.4         Cem ent-Mortar Lining for Duct ile-Iron Pipe
and F ittings for W ater 
 
  AW W A C 105/A21.5         Polyethylene Encasement  for  Ductile  Iron
Piping for W ater and Other

Liquids 
 
  A W W A  C 110/A2 1.10      Fitt ings,  3 in through 48 in, for W ater and Other
Liquids , Gray-Iron and 

Duct ile-Iron 
 
  AW W A C 111/A21.11       Rubber-Gasket Joints  for  Ductile-Iron and
Gray-Iron Pressure Pipe and 

F itting s 
 
  AW W A C 115/A21.15       Standard for Flanged Duct ile-Iron  and
G ray-Iron Pipe with Threaded

Flanges 
 
  A W W A  C 151/A2 1.51       Du ctile-Iron Pipe, C entrifugally C ast in M etal
M olds or Sand - Lined M olds,

for W ater or O ther Liquids 
 
  A W W A  C 2 00                S teel W ater P ipe 6  inch es and  Larger 
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  A W W A  C 2 03                Coal-Tar  Protective Coatings and Linings for
S tee l W ate r P ipelines  - E nam el 

and Tape - Hot  Applied 
 
  A W W A  C 2 05                Cem ent-Mortar Protective Lining and Coating for

Steel W ater Pipe -  4  In .
and Larger -  Shop Applied 

 
  A W W A  C 2 06                Standard for Field W elding of Steel W ater Pipe 
 
  A W W A  C 2 07                Standard for Steel Pipe Flanges for  W aterworks

Services-Sizes 4  in . through
144 in . 

 
  A W W A  C 2 09                Cold-Applied Tape Coatings for  the Exterior  of

Sp ecial Sections,
C onn ections, and F ittings for Steel W ater Pipelines 

 
  A W W A  C 3 00                Standard for R einforced Concrete Pressure Pipe,

Steel Cyl inder Type, for
W ater and O ther L iquids 

 
  A W W A  C 3 01                Standard for Prestressed C oncrete Pressure Pipe,

Steel-Cylinder Type, for
W ater and O ther L iquids 

 
  A W W A  C 3 02                R einforced Concrete Pressure Pipe, N on-Cy linder

Typ e, for W ater and Other
Liquids 

 
  A W W A  C 5 00                G ate Valves for W ater and S ew erage Sy stems 
 
  A W W A  C 502                D ry-Barrel Fire Hy drants 

  A W W A  C 503               W et-B arrel F ire H ydrants 
 
  A W W A  C 90 0               S tand ard  for P olyvinyl C hloride (P V C ) Pre ssu re
Pipe, 4  in .  Through 12 in . for

         W ater 
 
  A W W A  C 901               Polyeth ylen e (PE) P ressure P ipe and Tubing, 1/2
in. Throug h 3 In. , for W ater
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Service 
 
          A SPH A LT IN STITU TE (A I) 
          A S PH A L T IN S TIT U TE  B U IL D IN G  
          EAST STADIUM  DRIVE 
          CO LLE GE  PA RK , M D  20740-1802 
          (301) 277-4258 
 
  AI  ES-12                Asphalt Surface Treatm ent -  Construction

Tech niques 
 
  AI  SS-1                 M odel C onstru ction Spec ifica tion s  fo r A sp halt

C oncrete and O ther Plant-M ix Typ es (latest
ed ition ) 

 
          C O D E O F FED ER A L R EG U LA TIO N S (C FR ) 
          SUPER INTEN DEN T OF D OCU M ENTS 
          U .S . GOV ERNM ENT PRINTING O FFICE 
          W AS HIN GT ON , DC   20402 
          (202) 783-3238 
 
  CF R 29 P AR T 1926,  SUB PA RT  P   Excavation, Trenching, and Shoring 
 
          D EPA R TM EN T O F D EFEN SE SPEC IFIC A TIO N S (D O D ) 
          SUPER INTEN DEN T OF D OCU M ENTS 
          U .S . GOV ERNM ENT PRINTING O FFICE 
          W AS HIN GT ON , DC   20402 
          (202) 783-3238 
 
  DO D-P-21035   (Rev. A) Paint, High Zinc Dust  Content, Galvanizing

R epair (M etric) 
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          FED ER A L SPEC IFIC A TIO N S (FS ) 
          SUPER INTEN DEN T OF D OCU M ENTS 
          U .S . GOV ERNM ENT PRINTING O FFICE 
          W AS HIN GT ON , DC   20402 
          (202) 783-3238 
 
  FS B B-C-120 (Rev. C)  Chlorine, Technical, Liquid 
 
  FS JJJ-S-181 (Rev. B)  Seed, Agricultural (Superseded by

JJJ-U -17 46 /4A ) 
 
  FS O -C-114     (R ev . B , A m d. 2)  C alc ium  H ypoch lorite, T echnica l 
 
  FS O -F-241  (R ev . D ) F ertilizer, M ixed , C om m ercia l 
 
  FS O -S-602  (Rev. E)  Sodium  Hypochlorite  Solution 
 
  FS R R-F-191 (Rev . J) Fen cing, W ire and P ost, M etal (and G ates,

Chain-Link Fence Fabric , and 
A ccesso ries) (G eneral Specification) 

 
  FS R R-F-191/1 (Rev. C)  Fencing, W ire and Post, M etal (Chain-Link

Fence F abric) (D etail  Spec)
 

FS R R-F-191/4  (Rev. C)  Fencing, W ire and Post, M etal (Chain-Link
Fen ce  A ccesso ries ) (D eta il

Specif ication)  (Canceled, Use A STM  A116,  A121,  A390,
A 58 4, A 58 5, A 70 2) 
 
  FS R R-F-221  (Rev. G) Fencing, W ire, Fence P osts and A ccessories

(Barbed W ire, W oven W ire, and 
Net ting)  (Canceled, Use A STM  A121,  A116,   A390,  A584,

A 58 5, A 70 2) 
 
  FS  TT -S-00227   (R ev. E, A m d. 3) Sealing C om pound : Elastom eric Typ e,
M ulti-Co m po nent (for 

C aulking, Sealing, and G lazing in Bu ildings and O ther
S tructures) 
 
          M A N U F A C T U R ER S  ST A N D A R D IZ A TIO N  S O C IE TY  
          O F TH E V A LV E A N D  FITTIN G S IN D U STR Y  (M SS) 
          127 PARK  STREET, N .E . 
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          VIEN NA , VA   22180 
          (703) 281-6613 
 
  M SS S P-80   B ronze G ate, G lobe, Ang le and C heck V alves 
 
PA R T 2   P R O D U C TS (N ot A pp licable) 

PA R T 3   E X EC U TIO N  (N ot A pp licable) 
-- End  of S ection  -- 


